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Self-Binding Ballylusk Gravel layer details:
To comprise two layers of crushed limestone (buff coloured sample to be approved by
Employer's Representative) and a final layer of fines

First Layer: Use crushed limestone 20mm to dust to blind over 40/20 angular stone in cell
web. When uniform surface is achieve cover with 20mm layer of crushed limestone 10mm to
dust.

Second Layer: Apply a further 20mm layer of crushed limestone 10mm to dust. Roll with a
roller of suitable weight (minimum 2.5 tonnes) with vibratory action to fullest compaction by
20-30mm (average depth 50-70mm) Compact lightly.

Final layer:  Apply a 10mm layer of crushed limestone dust over the surface of the crushed
limestone.  Water roll. The roller vibratory action must first be switched off during this stage.
Water roll by applying water to the wheels of a light roller until a well bonded finish is achieved
taking extreme care not to damage the gravel or timber edge surrounds. Allow to dry before
opening up to general usage.

10mm Crushed limestone dust (Final Layer, See Layer details) on
20mm crushed limestone 10mm to dust (Second Layer, See Layer details) on
20mm crushed limestone 20mm to dust (First Layer, See Layer details) on
180-250mm compacted DOE class 808 Hardcore to Engineers Specification

Ballylusk self binding gravel surface to table tennis area

Ballylusk self binding gravel
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D 16 Rounded Granite Boulder Detail
Scale:1:25

Rounded granite boulder (selection to be agreed with landscape architect), allow for a 1.0m high finished height at least (to be set apart some 2500mm from each
other). 

Boulder to be 'partly' bedded in finished ground level by 400mm minimum.
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General Notes

Dimensions and Information

Durable, weather-resistant, and built to last, a concrete table can withstand the elements while providing a high-quality playing surface for enthusiasts
of all ages. Vandal resistant, maintenance free, 15 year warranty, year round compact amenity.  Fitted with stainless steel net so it will not rust or bend.

Designed and manufactured from reinforced high strength concrete and are suitable for all climates.
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